APPLICATION

This is a high-quality Vinyl Acrylic emulsion paint for Interior and Exterior use, with high hiding power and excellent whiteness, offering on "eg-shell" silky surface.

Suitable for use in decoration of ceilings and roofs, on concrete masonry, asbestos-cement, plaster, etc. Washable and rub-resistant.

PHYSICAL PROPERTIES

- Density at 20ºC (g/cc): 1.65 ± 0.05
- Grinding Fineness (µ):
- Supply viscosity at 20ºC: 120 - 140 KU (Stormer)
- % Solids content (weight / volume): 66 % ± 2 weight; 45 % ± 2 volume.
- V.O.C. (g/l): 2.6 (Ready to use) - (2004/42/CE) IIA (a) (30)
- Type of product: Vinyl-Acrylic
- Colour: White

SURFACE PREPARATION

The surfaces to be painted should be clean and free from old flaking layers of paint and any dead lime should be removed.

On very porous surfaces such as plaster or temperature painting application first apply a sealing coat with a LATEX type sealant.

APPLICATION INSTRUCTIONS

Brush or Roller: Apply one coat diluted with 10-15 % water. After five hours finish off with a second coat diluted with 5-10 %.

**Water**

1st coat 10-15 %

2nd coat 5-10 %

FEATURES OF DRY FILM

- Theoretical yield (m²/l): 4 - 5 (70 my)
- Gloss 60º-60º: Silky Matt
- Second layer: 5 - 7 h.

STORAGE

Keep under cover in a cool and well-ventilated place avoiding direct sunlight. Temperatures between 5 and 30ºC recommended.

Can life: 12 months from manufacturing in date its original unopened container. Consult our Technical Department once date has expired.

BERNARDO ECENARRO, S.A. is free for making any modification, in any moment, of the characteristics of the product. In this case, a new Technical Data Sheet will be edited. Responsibilities will not be accepted if they are due to the non-observation of the conditions marked.